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Control and Functions

PTT 
(Push-To-Talk) 
Button

LED Torch 
Button
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Note : Radio depicted is T80 Extreme. Also applicable for T80, T81 Hunter radios.

Antenna

Headset jack 
(Headset not included)

Up/Down Menu 
Navigation Button

(Call) Button

MON (Monitor) Button

Speaker

Microphone

SEL/  (Select/Lock)  
Button

GRP/MENU(Menu/
Group) Button

DC IN 9 V Jack

Volume Knob with 
Power Switch

Top Lanyard Bar

Bottom Lanyard Bar
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English
Display Installing the Battery

 turned OFF.
 battery compartment door, press the 
 compartment door.
81 Hunter : To remove the battery 
 a coin to wedge the battery door 

es into the battery compartment.
partment door. 
n if battery is replaced by an 
ispose used batteries according 

ns.

Low Battery Alert 

aintenance
 least once every 3 months when not 

m the radio after using for storage 

mperatures between -20 °C to 35 °C 
oid damp conditions and corrosive 

 turned OFF.

 that the battery is fully charged.

en battery is low; charge the radio 
e batteries immediately.
t tone sounds every 5 seconds for 
ds when the battery is low.)
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1. Make sure your radio is
2. For T80: To remove the

tab at the bottom of the
For T80 Extreme and T
compartment door, use
open.

3. Install the NiMH batteri
4. Replace the battery com
Caution: Risk of explosio

incorrect type. D
to the instructio

Battery Level and 

Battery Capacity M
1. Charge the batteries at

in use.
2. Remove the battery fro

purpose.
3. Store the batteries in te

and in low humidity. Av
materials.

Charging the Radio
Direct Charging :
1. Make sure your radio is

1. Silent Indicator
2. Transmit Indicator
3. Receive Indicator
4. Dual Watch Indicator
5. Auto Power Off 

Indicator
6. Key Lock Indicator
7. Scan Indicator
8. Channel Indicator

9. Battery Level Meter
10. Group Indicator
11.  VOX/Room Monitor 

Indicator
12. Call Indicator
13. Sub-code 

(Group ID/Code) 
Indicator

14. Colon (for Up Timer)

2

3

4

5

1

6

7
8

9

10

11

12

13
14

Indicates

Blinks wh
or replac
(The aler
30 secon



2. Connect the AC adapter to the radio’s DC IN 9 V. Connect Adjusting the Sound (Key Beeps)
ach time one of the buttons is pressed 

utton).
tton while turning the radio ON to 
F.

 Menu
 functions: Select Menu and Common 

nu, press the SEL/  button.
 Menu, press the MENU/GRP button.
the SEL/  button or MENU/GRP 
u through the Menu.

tion, do one of the following:
RP button, 

ton 
ntil the unit automatically returns to 

m from your mouth.

T button while speaking. The  icon 
y.
n. You can now receive incoming 
e  icon appears on the display. To 
dure from step 1.

ue to transmit for 60 seconds, the 
e Out tone and the  icon flashes. 

p transmitting.

to someone, both your radios must 
e channel and Sub-Code. Refer to 
nel and a Sub-Code”.
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the other end of the AC adapter to a vehicle accessory 
power outlet.

3. Charge the battery pack for 14 hours.
Using the Charging Cradle:
1. Make sure your radio is turned OFF.
2. Connect the AC adapter to the DC IN 9 V of the charging 

cradle. 
3. Place the charging cradle on a stable surface. 
4. Place the radio in the charging cradle with the keypad facing 

forward.
5. LED indicator will illuminate and remain illuminated as long 

as the radio is in the charger.
Note: Charge the battery pack for 14 hours.
Using the Battery Support Bracket :
1. Remove the rechargeable NiMH battery pack from the radio.
2. Place the battery support bracket into the charging cradle.
3. Install the NiMH battery pack into the charging cradle. 

Ensure that the charging contacts are correctly aligned.
4. LED indicator will illuminate and remain illuminated as long 

as the radio is in the charger.
Note: Charge the battery pack for 14 hours.

Basic Radio Operations
Read this reference guide completely before attempting to 
operate the unit.

Turning your Radio On/Off
To turn your radio ON, turn the rotary knob clockwise.
To turn your radio OFF, turn the rotary knob counterclockwise.

Adjusting the Volume
Increase volume by turning the rotary knob clockwise.
To decrease volume, turn the rotary knob counterclockwise.

Your radio emits a beep e

(except the PTT and  b
Press and hold the  bu
switch the sound ON/OF

Navigating through the
Your radios has two Menu
Menu.
1. To enter the Select Me
2. To enter the Common

3. Additional presses of 
button will advance yo

4. To exit the Menu func
a. Press the MENU/G
b. Press the PTT but
c. Wait 10 seconds u

“Normal” mode.
Talking on Your Radio
1. Hold your radio 5–8 c

2. Press and hold the PT
appears on the displa

3. Release the PTT butto
calls. When you do, th
respond, repeat proce

Note: When you contin
radio emits TX Tim
The radio will sto

In order to speak 
be set to the sam
“Selecting a Chan
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Selecting a Channel and a Sub-Code

Note: Level “N”(OFF) disables VOX. Levels 1-5 set the 
OX circuit. Use level 1 in quiet 
 use level 5 in very noisy 
 can find the appropriate 
 speaking into the microphone. If 
our voice is accepted.

 10 selectable call tones.

on to enter Common Menu. Advance 

t.
sired call tone. 

ommon Menu.
ll tone :

e selected call tone. The selected 
e transmitted for a fixed length of 

.

ws you to set the time that the radio 

on to enter Common Menu. Advance 
rrent Auto Power Off time blinks.
t.
 the time from ON, 1H, 2H, and 3H.
enu.
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To select a Channel: 
1. Press SEL/  button to enter Select Menu. Advance until 

the Channel indicator blinks.
2. Press  or  to the required channel. 
To select a Sub-code :
1. Press SEL/  button to enter Select Menu. Advance until 

the Sub-code indicator blinks.
2. Press  or  to the required Sub-code. 
3. Press Exit to exit the Select Menu.

Select Menu
Your radio navigates through the Select Menu as follows:

Voice Operated Transmission (VOX)
Transmission is initiated by speaking into the microphone of the 
radio instead of the pushing the PTT button.
To select the VOX level:
1. MENU/GRP button to enter Common Menu. Advance and 

select “VOX”. 

2. Press SEL/  to select.
3. Press  or  to the desired VOX sensitivity level. 
4. Press Exit to exit the Select Menu.

sensitivity of the V
environments, and
environments. You
sensitivity level by
the radio flashes, y

Transmitting a Call Tone
Your radio is equipped with
To select a call tone:
1. Press MENU/GRP butt

to “TONE”. 

2. Press SEL/  to selec
3. Press  or  to the de
4. Press Exit to exit the C
To transmit the selected ca

1. Press  to transmit th
tone will automatically b
time.

2. PTT to cancel Call Tone

Auto Power Off
Auto Power Off feature allo
turns off automatically.
1. Press MENU/GRP butt

until “PWR” and the cu
2. Press SEL/  to selec
3. Press  or  to select
4. Press Exit to exit the M

Normal Channel Sub-code

1–8 0–121



Common Menu

/GRP to enter GROUP MENU.
eed to each menu (GRP/CODE/RING/

ct.
eed to desired condition or number.
ct.
exit.

/GRP to enter GROUP MENU.
rol Group Mode. 

Press SEL/  to go to Group Menu 
ng.
Press SEL/  to exit from Group 

Up Timer Mode

SLNT
(Silent)

TIME
(Up Timer)

PWR
(Power)

” or “Y”
Select the ON/

1H/2H/3H
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Your radio navigates through Common Menu as follows:

Group Menu 1. Press and hold MENU
2. Press  or  to proc

ID).
3. Press SEL/  to sele
4. Press  or  to proc
5. Press SEL/  to sele
6. Press MENU/GRP to 
Set Group Mode
1. Press and hold MENU
2. Press SEL/  to cont

3. Press  or  to “Y”. 
and Group Code Setti

4. Press  or  to “N”. 
Menu.

Select the 
Sensitivity

(1–5)

Normal SCAN 2CH
(Dual Watch) VOX ROOM

(Room Monitor)
TONE

(Call Tone)

Select the 
Channel and 

Sub-Code

Dual Watch Mode

Off
1–5

Scan Mode

1–10 “N

Room Monitor Mode

Normal “GRP”
(Group Mode)

“CODE”
(Group Code)

“RING”
(Ring Tone)

“ID”
(ID Setting)

“N” or “Y” 0–121 1–10

ID Number
1-16

ID Name
Up to 4 

Characters

“Y”
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Set Group Code Channel Setting in Group Mode

ge in Group Mode:
nter Group Mode.

 Channel Setting.
 Channel Change Setting”.

t. 
s and “ALL” is seen.
 the channel.

 transmit Auto Channel Change 

turn to Channel Setting in Group 

Group Mode:
nter Group Mode.
 Channel Setting.
al Channel Setting”.

t. 
s and “MY” is seen.
 the channel manually.

om Manual Channel setting.
turn to Channel Setting in Group 

nter Group Mode.

irect Call Setting.
 All Call Transmission. “SYNC” is 

 exit this setting and transmit All Call.

 and  blinks while transmitting.
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1. Press  or  to choose the Group Code.

2. Press SEL/  to complete Group Code setting.
3. The radio enters “Ring Tone Setting Menu”
4. Press MENU/GRP to go back to Group Menu.
Set Ring Tone
The user selects Ring Tone for a Direct Call. Ring Tones are the 
same as Call Tones.
1. Press  or  to select a Ring Tone.
2. The selected Ring Tone sounds.

Set ID
Each radio in the group needs to be set with an ID. The user 
can set an ID name of up to four (4) characters.
1. Press  or  to select an ID number.
2. If the ID is already taken, USED is seen. If USED is not 

shown, then the ID is available.
3. Press SEL/  to advance to setting ID Name.

Set ID Name
The ID Name appears on the other radio’s display when you 
make an All Call or a Direct Call. The ID Name also appears on 
the other radio’s display when they are placing a Direct Call. 
When no ID name is set, the unit number appears.
1. Press  or  to select a character that blinks on the 

display.

2. Press SEL/  to select and move to the next character.

3. Press SEL/  to register the ID number and ID Name.
Note: The radio cancels selected ID Number and entered ID 

Name, then exits from Group Menu when MENU/GRP 
button is pressed.

To set Auto Channel Chan
1. Press MENU/GRP to e

2. Press SEL/  to enter
3. Press  or  to “Auto

4. Press SEL/  to selec
A channel number blink

5. Press  or  to select

6. Press SEL/  or  to
command.

7. Press MENU/GRP to re
Mode.

To set Manual Channel in 
1. Press MENU/GRP to e
2. Press SEL/  to enter
3. Press  or  to “Manu
4. Press SEL/  to selec

A channel number blink
5. Press  or  to select

6. Press SEL/  to exit fr
7. Press MENU/GRP to re

Mode.

Set All Call
1. Press MENU/GRP to e

2. Press  to enter All/ D
3. Press  or  to select

seen.

4. Press SEL/  or  to

All Call Tone sounds. 



5. MENU/GRP to exit. 1. Press MENU/GRP to enter Common Menu. Advance to 

ct the channel, then press SEL/  .

ct the Sub-code, then press SEL/  .
al Watch.
e channel and Sub-code as the 

Dual Watch doesn’t work.
turn the Dual Watch mode OFF.

ect voice/noises (according to the 
ransmit back to the listening radio 
button. The monitoring radio is not 
missions in this mode.
:

enter Common Menu. Advance to 

ct.
esired room monitor sensitivity level.

et environments. Use level 5 in very 
ts.

 ON room monitor.
turn OFF Room Monitor.
oise in the monitored room 
re than 60 seconds, the monitoring 
ring for 5 seconds, and resumes.

oming calls. The backlight of the radio 
oming call. If the call is not answered, 

d the  blinks until there is no signal. 
dio will vibrate when there is a missed 
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Set Direct Call

1. Press MENU/GRP to enter Group Mode.

2. Press  to enter All/Direct Call Setting.
3. Press  or  to select an ID Number.

4. Press  or SEL/  to transmit Direct Call Command.
The selected Call Tone sounds. The display shows TX 
icon and CALL icon while transmitting.

5. Press MENU/GRP to go back to All/Direct Call setting.

Features on Your Radio
Channel Scan Mode
Enables your radio to scan for active channels. When activity is 
detected, your radio lands (stays) on that channel for 2 seconds 
(5 seconds for VOX ON without headset). To transmit on that 
channel, press the PTT button. When activity on the landed 
channel ends, your radio continues scanning to other channels.
To turn the channel scan ON:
1. Press MENU/GRP to enter Common Menu. Advance to 

”SCAN”.
2. Press SEL/  to turn ON channel scan. 
3. Press MENU/GRP or PTT to turn OFF Scan mode.
Dual Watch Mode
Enables your radio to scan the current channel and another 
channel alternately. 
To set another channel and start Dual Watch:

“2CH”.

2. Press  or  to sele

3. Press  or  to sele
4. The radio starts to Du
Note: If you set the sam

current channel, 
5. Press MENU/GRP to 
Room Monitor
Enables your radio to det
sensitivity level set) and t
without pushing the PTT 
able to receive any trans
To turn Room Monitor ON
1. Press MENU/GRP to 

“ROOM”.
2. Press SEL/  to sele
3. Press  or  to the d
Note: Use level 1 in qui

noisy environmen
4. Press SEL/  to turn

Press MENU/GRP to 
Note: When the voice/n

continues for mo
radio stop monito

Silent Mode
Silent mode mutes all inc
blinks when there’s an inc

the backlight turns off an
The T80/T80 Extreme ra
call.

The ID Number for Direct Call

The ID Name
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English
The silent mode is disabled for 15 seconds when you LCD Backlight

atically illuminate for 10 seconds 
 (except for PTT).

n for weak signals on the current 

N:
for brief listening. The  icon blinks.

 button for 2 seconds for continuous 
ontinues to blink.

FF:

P, or SEL/  button to return to 
n stops blinking.

 of a PTT or VOX transmission. It 
peaker when Key Beep is on. It 
e speaker if Key Beep is turned off.

on while turning the radio ON to turn 
at the step to turn Roger Beep OFF.

D Torch.
mains on until the button is released.

ries

mer Earbud

mer Headset

eadset
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transmit, receive, or press any other buttons.
To turn silent mode ON:
1. Press MENU/GRP to enter Common Menu.
2. Select “SLNT”.

3. Press SEL/  to select.
4. Press  to turn Silent Mode ON. “Y” is displayed on the 

Channel Indicator.  appears.
5. Press  to turn Silent Mode OFF. “N” is displayed on the 

Channel Indicator.  disappears.

Up Timer
Enables your radio to time up to 59 minutes 59 seconds. You 
then received incoming calls in this mode.
To use up timer:
1. Press MENU/GRP to enter Common Menu. Advance to 

“TIME”.
2. Press SEL/  to select the Up Timer.

3. Press SEL/  to start the Up Timer.

4. Press SEL/  to pause the Timer.
Press SEL/  to ON/OFF the Timer.

5. Press MENU/GRP or PTT to stop or reset up timer.
Note: If a call is received, the ID Name is indicated and then 

the radio returns to timer mode and the Call Icon 
blinks.

Key Lock

Press and hold SEL/  until  /”LOCK” appears to lock the 
keypad.

Press and hold SEL/  until  /”UNLK” disappears to unlock 
the keypad.

The LCD display will autom
after any button is pressed

Monitor Mode
Enables your radio to liste
channel.
To turn the Monitor Mode O
1. Press the MON button 
2. Press and hold the MON

listening. The  icon c

To turn the Monitor Mode O

Press the MON, MENU/GR
“Normal” mode. The  ico

Roger Beep
Sounds to indicate the end
can be heard through the s
cannot be heard through th

Press and hold the  butt
the Roger Beep ON. Repe
LED Torch
Your radio has a built-in LE
The LED Torch indicator re
 

Approved Accesso

NNTN8870_R Consu

NNTN8868_R Consu

IXTN4011_ XTR H



• Products disassembled or repaired in such a manner as to
rmance or prevent adequate inspec-
ify any warranty claim.
e to range.
e to moisture, liquid or spills.
d all other externally exposed parts 
amaged due to normal use.

temporary basis.
 and repair or replacement of parts
wear and tear.

Approved Accessories

tion
roducts described in this manual may 
rola Solutions programs, stored 
 or other media. Laws in the United 
s preserve for Motorola Solutions, 
r copyrighted computer programs, 
ht to copy or reproduce in any form, 

 Solutions programs.
ted Motorola Solutions computer 

e Motorola Solutions products 
may not be copied or reproduced in 
ess written permission of Motorola 
he purchase of Motorola Solutions 
med to grant either directly or by 
therwise, any license under the 
ent applications of Motorola Solutions, 
-exclusive royalty free license to use 
f law in the sale of a products.

TOROLA SOLUTIONS and the 
marks or registered trademarks of 
ings, LLC and are used under license. 

the property of their respective owners.
la Solutions, Inc. All rights reserved.
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Warranty Information
The authorized Motorola Solutions dealer or retailer where you 
purchased your Motorola Solutions two-way radio and/or 
original accessories will honour a warranty claim and/or provide 
warranty service.
Please return your radio to your dealer or retailer to claim your 
warranty service. Do not return your radio to Motorola 
Solutions.
In order to be eligible to receive warranty service, you must 
present your receipt of purchase or a comparable substitute 
proof of purchase bearing the date of purchase. The two-way 
radio should also clearly display the serial number. The 
warranty will not apply if the type or serial numbers on the 
product have been altered, deleted, removed, or made illegible.

What Is Not Covered By The Warranty
• Defects or damage resulting from use of the Product in other 

than its normal and customary manner or by not following 
the instructions in this user manual.

• Defects or damage from misuse, accident or neglect.
• Defects of damage from improper testing, operation, 

maintenance, adjustment, or any alteration or modification of 
any kind.

• Breakage or damage to aerials unless caused directly by 
defects in material or workmanship.

adversely affect perfo
tion and testing to ver

• Defects or damage du
• Defects or damage du
• All plastic surfaces an

that are scratched or d
• Products rented on a 
• Periodic maintenance

due to normal usage, 

IXPN4016_ UK Adapter

IXPN4017_ EU Adapter

IXNN4002_ NiMH Battery

Copyright Informa
The Motorola Solutions p
include copyrighted Moto
semiconductor memories
States and other countrie
certain exclusive rights fo
including the exclusive rig
the copyrighted Motorola
Accordingly, any copyrigh
programs contained in th
described in this manual 
any manner without expr
Solutions. Furthermore, t
products shall not be dee
implication, estoppel, or o
copyrights, patents or pat
except for the normal non
that arises by operation o

MOTOROLA, MOTO, MO
Stylized M logo are trade
Motorola Trademark Hold
All other trademarks are 
© 2012 and 2016 Motoro
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D
eutsch

HANDBUCH ZUR HF- Frequenztabelle 

chnische Daten

SS-Codes und 83 DCS-Codes)

nungen
rgrundbeleuchtung

ung 
g zur Rauschunterdrückung
lung (Bildlauf)

ustand
kkustand

-Anruf)

chsel
r T80), IPX4 (für T80 Extreme, T81 

-Akkus/4 AAA-Alkalibatterien
Stunden (unter normalen 

 Umwelt- bzw. topografischen 
ich ausfallen.

. Freq. (MHz) Kan. Freq. (MHz)
446.04375 7 446.08125
446.05625 8 446.09375
446.06875
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ENERGIESTRAHLUNG UND 
PRODUKTSICHERHEIT FÜR TRAGBARE 
FUNKGERÄTE

ACHTUNG!
Bevor Sie dieses Produkt verwenden, lesen Sie das Handbuch 
zur HF-Energiestrahlung und Produktsicherheit, das im 
Lieferumfang des Funkgeräts enthalten ist. Das Handbuch 
enthält Anweisungen für die sichere Verwendung sowie 
Informationen zum Gefahrenbewusstsein und zur 
Risikovermeidung gemäß anwendbaren Normen und 
Vorschriften.

Packungsinhalt  

Funktionen und te
• 8 PMR-Kanäle
• 121 Subcodes (38 CTC
• Bis zu 10 km Serie*
• Interne VOX-Schaltung
• LED-Taschenlampe
• 10 wählbare Ruftonwar
• LCD-Anzeige mit Hinte
• Roger-Signalton
• Up-Timer
• Raummonitor
• Akkuladegerät
• Akkustandanzeige
• Kanalüberwachung
• Kanalsuche
• Dual Watch
• Tastensperre
• Automatische Abschalt
• Automatische Steuerun
• Automatische Wiederho
• Akkusparfunktion
• Alarm für niedrigen Akk
• Standby für niedrigen A
• Ton (Ein/Aus)
• Direktanruf (Anrufer-ID
• Gruppenanruf
• Lautlosmodus
• Alle
• Automatischer Kanalwe
• IP-Bewertung: IPX2 (fü

Hunter)
• Stromversorgung: NiMH
• Akkubetriebsdauer: 16 

Nutzungsbedingungen)
* Reichweite kann je nach
Bedingungen unterschiedl

Packungsinhalt T80 T80 
Extreme

T80 
Extreme 

T81 
Hunter

Radio 2 2 4 1

Gürtelclip 2 2 4 1

Ladestation mit 
2 Steckplätzen 1 1 2 1

AC-Adapter 1 1 - 1

AC- Y-Adapter - - 1 -

Akkuhalterungen 2 2 4 2

Aufladbare NiMH-Akkus 2 2 4 2

Headset - 2 4 1

Schlüsselband - 2 4 1

Benutzerhandbuch 1 1 1 1

Kfz-Ladegerät - - - 1

Kan. Freq. (MHz) Kan
1 446.00625 4
2 446.01875 5
3 446.03125 6



Steuerung und Funktionen

80, T81 Hunter Funkgerät.

Sprechtaste 
(PTT)

Taste für LED-
Taschenlampe
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Hinweis: Beim dargestellten Funkgerät handelt es sich um das T80 Extreme. Gilt auch für das T

Antenne

Headset-Buchse 
(Headset nicht im 
Lieferumfang enthalten)

Menünavigationstaste 
nach oben bzw. unten

Anruftaste

Monitortaste (MON)

Lautsprecher

Mikrofon

Auswahl- und 
Sperrtaste (SEL/ )

Menü- und 
Gruppentaste 
(GRP/MENU)

DC-Eingangsbuchse 
9 V

Lautstärkeregler 
mit Power SW

Oben Trageband Bar

Unten Trageband Bar
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eutsch

Display Für T80 Extreme und T81 Hunter: Verwenden Sie zum 
es Batteriefachs eine Münze.
atterien in das Batteriefach ein.
 des Batteriefachs wieder an. 
esetzten Akkus besteht 
hr. Entsorgen Sie gebrauchte 
en Anweisungen.
 und Hinweis auf leere 

 der Akkukapazität
destens einmal alle drei Monate auf, 

et werden.
rnen Sie den Akku nach der 
unkgerät.
 bei Temperaturen zwischen -20 °C 

Luftfeuchtigkeit auf. Vermeiden Sie 
fe.

geräts

 dass das Funkgerät auf AUS steht.
teil an die Radio-DC IN 9V. Stecken 
es Netzteils in eine Fahrzeug-

 Stunden.

ass der Akku vollständig geladen ist.

n Akku fast leer ist. Laden Sie das 
auf, oder setzen Sie sofort einen 
u ein.
lton ertönt alle 5 Sekunden 
en lang, wenn der Akku fast leer ist.)
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Einlegen des Akkus
1. Vergewissern Sie sich, dass das Funkgerät auf AUS steht.
2. Für T80: Drücken Sie zum Entfernen der Klappe des 

Batteriefachs auf die Lasche unten am Batteriefach.

Entfernen der Klappe d
3. Setzen Sie die NiMH-B
4. Bringen Sie die Klappe
Vorsicht: Bei falsch eing

Explosionsgefa
Akkus gemäß d

Akkustandanzeige
Batterien 

Aufrechterhaltung
1. Laden Sie die Akkus min

wenn sie nicht verwend
2. Zur Aufbewahrung entfe

Verwendung aus dem F
3. Bewahren Sie die Akkus

bis 35 °C und niedriger 
Feuchtigkeit und Ätzstof

Aufladen des Funk
Direktes Laden:
1. Vergewissern Sie sich,
2. Schließen Sie das Netz

Sie das andere Ende d
Zubehör-Steckdose.

3. Laden Sie die Akkus 14

1. Lautlosanzeige
2. Übertragungsanzeige
3. Empfangsanzeige
4. Dual Watch-Anzeige
5. Automatische 

Abschaltungsanzeige
6. Tastensperranzeige
7. Suchanzeige
8. Kanalanzeige

9. Akkustandanzeige
10. Gruppenanzeige
11. VOX/Raummonitor-

Anzeige
12. Anrufanzeige
13. Subcode 

(Gruppen-ID/Code)-
Anzeige

14. Doppelpunkt (für Up-
Timer)

2

3

4

5

1

6

7
8

9

10

11

12

13
14

Zeigt an, d

Blinkt, wen
Funkgerät 
neuen Akk
(Der Signa
30 Sekund



Unter Verwendung der Ladestation: Anpassen des Tons (Tastentöne)
 Signalton aus, sobald eine der Tasten 

hme der PTT- und der -Taste).
lten des Funkgeräts die -Taste 
er Ton ein- bzw. ausgeschaltet.

enü
er zwei Menüfunktionen: 
emeines Menü“.
ufen von „Menüauswahl“ die Taste 

ufen von „Allgemeines Menü“ die 

gen der Taste SEL/  oder MENU/
h im Menü fort.
zu verlassen, führen Sie einen der 
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1. Vergewissern Sie sich, dass das Funkgerät auf AUS steht.
2. Schließen Sie den AC-Adapter an den DC-Eingang 9 V der 

Ladestation an. 
3. Legen Sie die Ladestation auf eine stabile Oberfläche. 
4. Setzen Sie das Funkgerät mit der Tastatur nach vorne in die 

Ladestation ein.
5. Die LED-Anzeige leuchtet dauerhaft auf, solange sich das 

Funkgerät in der Ladestation befindet.
Hinweis: Laden Sie den Akku für 14 Stunden.
Verwenden der Akkuhalterung:
1. Entnehmen Sie die aufladbaren NiMH-Akkus aus dem 

Funkgerät.
2. Setzen Sie die Akkuhalterung in die Ladestation ein.
3. Setzen Sie den NiMH-Akku in die Ladestation ein. Überprüfen 

Sie, ob die Ladekontakte richtig ausgerichtet sind.
4. Die LED-Anzeige leuchtet dauerhaft auf, solange sich das 

Funkgerät in der Ladestation befindet.
Hinweis: Laden Sie den Akku für 14 Stunden.

Grundlegende Funktionen des Funkgeräts
Lesen Sie diese Anleitung vollständig durch, bevor Sie das 
Gerät in Betrieb nehmen.
Ein-/Ausschalten des Funkgeräts
Um das Funkgerät einzuschalten, drehen Sie den Drehknopf im 
Uhrzeigersinn.
Um das Funkgerät auszuschalten, drehen Sie den Drehknopf 
gegen den Uhrzeigersinn.

Anpassen der Lautstärke
Erhöhen Sie die Lautstärke durch Drehen des Drehknopfs im 
Uhrzeigersinn.
Drehen Sie zum Verringern der Lautstärke den Drehknopf 
gegen den Uhrzeigersinn.
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Funkgeräte auf denselben Kanal und denselben 
Subcode eingestellt sein. Lesen Sie bitte unten 
unter „Auswählen eines Kanals und eines 
Subcodes“ nach.

Auswählen eines Kanals und eines Subcodes
So wählen Sie einen Kanal aus:
1. Taste SEL/  zum Öffnen von „Menüauswahl“. Fahren Sie 

fort, bis die Kanalanzeige blinkt.
2.  oder , um zum gewünschten Kanal zu gelangen. 

So wählen Sie einen Subcode aus:
1. Taste SEL/  zum Öffnen von „Menüauswahl“. Fahren Sie 

fort, bis die Subcodeanzeige blinkt.
2.  oder , um zum gewünschten Subcode zu gelangen. 
3. Verlassen Sie die Menüauswahl.

Menüauswahl
Das Funkgerät navigiert folgendermaßen durch die Menüauswahl:

Sprachgesteuerte Übertragung (VOX)
Die Übertragung wird durch Sprechen in das Mikrofon des 
Funkgeräts und nicht durch Drücken der Taste PTT ausgelöst.
So wählen Sie die VOX-Stufe aus:
1. Drücken Sie die Taste MENU/GRP, um „Allgemeines Menü“ 

aufzurufen. Fahren Sie fort, und wählen Sie „VOX“ aus. 
2. SEL/  zur Auswahl.

zu gelangen. 
4. Verlassen Sie die Menüau
Hinweis: Stufe „N“ (AUS) de

die Empfindlichke
Verwenden Sie Stu
und Stufe 5 in seh
Sie die angemesse
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blinkt, wird Ihre St

Übertragen eines Ruftons
Das Funkgerät verfügt über 1
So wählen Sie einen Rufton a
1. Drücken Sie die Taste ME

aufzurufen. Gehen Sie bis
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automatischen Abschalten

2. SEL/  zur Auswahl.
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3 Stunden auszuwählen.
4. Verlassen Sie das Menü.

Normal Kanal Subcode
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